
Prop

（inch）

Voltages

（V）

Throttle

（%）

Load Currency

（A）
Pull(g) Power(W)

Efficiency(

g/W)

Temperature(in full throttle

load 5Sec)

25% 3.7 1419 164.3 8.638

50% 14.4 3692 639.4 5.775

75% 57.1 7656 2535.2 3.020

100% 110.4 8773 4901.8 1.790

25% 3.7 1433 164.3 8.723

50% 14.2 3728 630.5 5.913

75% 56.6 7732 2513.0 3.077

100% 109.3 8860 4852.9 1.826

25% 3.9 1490 173.2 8.605

50% 14.9 3877 661.6 5.860

75% 59.4 8041 2637.4 3.049

100% 114.8 9214 5097.1 1.808

90℃

88℃

92℃（Hot）

□Airplane □Helicopter ■Vtol

GF15*7*3 44.4

HQ15*7*3 44.4

HQ15*8.5*3 44.4

270

12N14P

53

15mm

6mm(Hollow)

Max Current(5S) 114.8A

Max.Effciency Current (8-18A)>85%

Technical Datas

KV

Configu-ration

Stator Diamter

MOTORS：EX5315-270KV

Stator Length

Shaft Diameter

Internal Resistance

5097

30mΩ

Idle

current(10)@10V(A)

No.of Cells(Lipo)

Max Continuous

Power(W)5S

12S

Motor

Dimension(Dia.*Len)

Weight(g)

Φ64.4*40.75mm

378

1.1


