
Prop

（inch）

Voltages

（V）

Throttle

（%）

Load Currency

（A）
Pull(g) Power(W)

Efficiency(

g/W)

Temperature(in full throttle

load 5Sec)

25% 4.2 775 186.5 4.156

50% 26.8 3016 1189.9 2.535

75% 59.6 5602 2646.2 2.117

100% 79.1 6554 3512.0 1.866

25% 4.1 890 182.0 4.889

50% 26.5 3221 1176.6 2.738

75% 59.1 5853 2624.0 2.231

100% 78.6 6699 3489.8 1.920

25% 4.6 1061 204.2 5.195

50% 32.1 3751 1425.2 2.632

75% 67.1 6806 2979.2 2.284

100% 87 7672 3862.8 1.986

MOTORS：EX5315-350KV

Stator Length

Shaft Diameter

Internal Resistance

3862

25mΩ

Idle

current(10)@10V(A)

No.of Cells(Lipo)

Max Continuous

Power(W)5S

12S

Motor

Dimension(Dia.*Len)

Weight(g)

Φ64.4*40.75mm

378

1.3

350

12N14P

53

15mm

6mm(Hollow)

Max Current(5S) 87A

Max.Effciency Current (7-15A)>85%

Technical Datas

KV

Configu-ration

Stator Diamter

79℃

78℃

85℃

□Airplane □Helicopter ■Vtol

GF1308*3 44.4

HG13*8*3 44.4

HG13*10*3 44.4


